
 

IInndduussttrriiaall  AAuuttoommaattiioonn,,  

FFaaccttoorryy  &&  PPrroocceessss  AAuuttoommaattiioonn 

 

The company ProfProekt Ltd was founded in 2002. We have implemented over 300 projects over the 7-year 
period. At present, we are rightfully considered the leading Belorussian developer of control systems for many 

industrial and public sectors.  
WWeeiigghhtt  bbrriiddggee  FFoorreessttrryy,,  wwoooodd,,  aanndd  ppaappeerr--aanndd--ppuullpp  iinndduussttrryy  

Client:  Republic of Belarus, Slonim, Albertin JSC Slonim Cardboard and Paper Factory  
 

Automated working station for weight bridge (weighting, statistics, protocol, bills). Transducers 
and secondary convertors: CAS (Korea).  

 
CCoonnttrrooll  ssyysstteemm  ffoorr  wwoooodd  pprroocceessssiinngg  lliinnee  FFoorreessttrryy,,  wwoooodd,,  aanndd  ppaappeerr--aanndd--ppuullpp  iinndduussttrryy  

 
Client: Latvia, Republic of 

Belarus  

 
ACS for wood trunks 

procession line. Solid 
technological task of 
transportation, processing 
and sorting of trunks. Sorting 
is conducted via laser 
measuring of trunk cubage. 
Control: PLC, HMI Mitsubishi 
Electric GmbH terminals. 

 

 

  

CCoonnttrrooll  ssyysstteemm  ffoorr  gglluuiinngg  mmaacchhiinnee  MMaacchhiinnee  bbuuiillddiinngg  aanndd  mmeettaallwwoorrkk  

Client:  Russian Federation, 
Moscow, Electrosetstroyproekt 
JSC  

 
Control system fulfils two 

independent axes. Servo-drives 
JUNMA in control system Trajexia 
Motion Control (OMRON) used. 
The system is opened and allows 
to fulfil up to 16 independent axes 
without controller side changes. 
Trajectories of drawing of glue can 
be set through Acad. 

 
Control: PLC and drives 

Omron. 

 

 

 

 



 

 

MMiixxeedd  ffeeeedd  ppllaannttss  MMiilllliinngg,,  cceerreeaall  aanndd  mmiixxeedd  ffeeeedd  iinndduussttrryy  
 
Client:  Republic of Belarus, Grodno region: farms - Honevihci, Pogranichny, Lidahleboproduct ( Bakery Product ) 

JSC; Miory, Miory Mixed Feed Plant JSC; Russian Federation, Kaluga region, Maloyaroslavets, 
Maloyaroslavetshleboproduct (Maloyaroslavets Baking Industry)  

 
ACS for mixed feed miniplant with the capacity of 5 tons per hour. Mixture forming principle is weight, static. Transport 

systems are screws. The ACS controls mixture forming process, grinders (mills) loading, makes archiving. The ACS has 
implemented friendly set formula principle.  

 
Microadditives line (13 fractions). It was designed and manufactured in a set. Mixture forming principle is weight static. 

Transport systems are screws. The ACS controls mixture preparation process, mixer, and makes archiving. The ACS has 
implemented the principle of friendly set formula. 

 
ACS for mixed feed preparation. The control system provides synchronized operation of 12 continuous work dosers. 

Dosers are of belt type with belt zone weighting. The ACS has implemented dosers productivity control according to 
mixture formula and process archiving. 

  

 

 

    

CCoonnttrrooll  ssyysstteemm  ffoorr  ggrraaiinn  tthhrroowweerr  aanndd  ggrraaiinn  llooaaddeerr  MMiilllliinngg,,  cceerreeaall  aanndd  mmiixxeedd  ffeeeedd  iinndduussttrryy  

Client:  Republic of Belarus, Minsk, Plant Promburvod JSC  
 
Control: relay scheme with loader current feedback. 

  

PPaacckkaaggiinngg,,  ddoossiinngg  MMiilllliinngg,,  cceerreeaall  aanndd  mmiixxeedd  ffeeeedd  iinndduussttrryy  

Client: Republic of Belarus, Miory, Miory Mixed 
Feed Plant JSC  

 
ACS for mixed feed packaging. 
 
Control: Mitsubishi Electric GmbH PLC (Japan). 

Transducers and secondary convertors: CAS 
(Korea). 

  


